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GETTING THE MOST FROM YOUR CARPET INVESTMENT 
 
 
 
 
 

 

By Joe W. Yarbrough, The Carpet and Rug Institute 

 
Maximizing and protecting your investment are things that we all strive for when making purchasing 

decisions. Whether getting the most from a routine stock order or making major renovations, we all 

want to know we got the right product to perform the task we have in mind. When it comes to carpet, 

there is no need to reinvent the wheel. We have laid out the essential considerations for you in this 

one guide. Getting the right information on your carpet purchase couldnôt be easier. 

 
There are really three things to keep in mind when you are considering your carpet investment. First 

is to select the right carpet for your use. That is what this guide addresses. Commercial specification, 

or selecting the right carpet for the right spot, can give you a dizzying list of ASTM, AATCC, ISO, and 

governmental standards. What do each of these standards and test methods assure you? Is 8lbs. tuft bind 

good? Worrying about which one is important and what you should require for each can be confusing. 

So, which is most important? All of them. The values specified for each of these critical measures have 

developed over time from vast experience and will serve well when installed and cared for properly. 

 
Once youôve selected the right carpet for your floor, whatôs next? Itôs time to install. The Carpet and Rug 

Institute has long been the recognized leader in installation guidance and has published the CRI 

104(Commercial) and 105(Residential) carpet installation standards. Choosing an installer who conducts the 

installation in accordance with these standards will give you a much greater assurance of satisfaction than 

one who doesnôt. The standards are available for download here. 

 
Finally, you have your new carpet installed and youôre ready to enjoy it. So, how do you keep it in the best 

condition for as long as possible? Fortunately, The Carpet and Rug Institute has provided the information 

you need to properly clean and maintain your carpets. Establishing a program of routine, interim, and deep 

cleaning, using our certified Seal of Approval products, service providers and equipment, will yield the 

best results possible and the most long-term value and satisfaction from your purchase. You can visit our 

Cleaning and Maintenance information at www.carpet-rug.org/carpet-for-business. 

 
Thatôs it! Select the right carpet, install it correctly, and care for it properly. Following these three 

simple steps will help you navigate the world of carpet with greater ease and much more satisfaction 

in your finished product. 

 
Thanks and enjoy your new carpet, 

 
Joe W. Yarbrough, President 

 
The Carpet and Rug Institute 

http://www.carpet-rug.org/Industry-Resources/CRI-Installation-Standard.aspx
http://www.carpet-rug.org/carpet-for-business.
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Step 1: Identify the intended END USE DESCRIPTION for the carpet to be specified. 

(Example: Conference room in a commercial office building). 

 
Step 2: Identify the END USE DESCRIPTION RECOMMENDATION associated with that area 

(moderate, heavy, severe, extreme). 

 
Step 3: Determine the construction and features of the carpet desired 

(broadloom, woven, tile with cushion backing, etc). 

 
Step 4: Complete the appropriate Specification Sheet for the type(s) of carpet desired. 

 
 

Note: Each job may require several types of carpet or have several different end use applications. 

Please complete a separate specification sheet for each end use application. 

 
Note: The recommendations in this guide do not supersede requirements specified by the manufacturerôs 

warranties. Please confirm that the requirements stated for the end use area match the provisions of the 

manufacturerôs warranty. 
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TYPICAL END USE DESCRIPTIONS 
 
 
 
 

 

This table is designed to assist you in identifying normal and typical foot traffic levels for a variety of 

commercial carpet applications. The Typical End Use Descriptions are common areas in commercial 

buildings such as library corridors, airport ticketing counters, or private offices. The moderate, heavy, 

severe, and extreme Typical End Use Description Recommendations are determined based on an ordinary 

number of users, type of traffic, anticipated frequency, intensity of use, and similar factors for the area 

described. It is intended as general guidance for that amount of traffic that would ordinarily be expected 

in that type of end use area. 

 
Your experience and area may vary, so you may make adjustments to the values shown in Table 1 Typical 

End Use Description Recommendations based upon your knowledge of the specific area being carpeted. 

In such cases, the specifier may adjust the recommendation accordingly based on the specific application. 

Consultation with manufacturers is recommended prior to final selection of products. 
 

Example: The Typical End Use Description Recommendation for libraries (corridors) is ñHeavy.ò For busier or 

larger than normal libraries, the specifier may choose to specify this area as ñSevereò. 

Moderate End Use Description Recommendations cover limited use areas in buildings such as private offices, 

sleeping rooms and some administrative areas. 

Heavy End Use Description Recommendations apply to areas such as some corridors, conference rooms, 

open offices, entryways and areas where large numbers of people congregate. 

Severe End Use Description Recommendations refer to rigorous foot traffic situations such as public areas, 

lobbies and dining facilities. 

Extreme End Use Description Recommendations apply to areas such as transportation service areas 

(airports, buses, rail). 
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